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1. All Ramanrian naval units of battelion strength or above, and even
units below battalion strength which were important insteliations,
possessed transmitters of 300.1500 wattis, All units, however,
might commnicate only with Neval Hsadquarters {formarly the
Ravel Ministry) in Buchsrest; there was nc communication betysen

} naval units, Seagoing warships might commmnicate with the flag-
ship which communicatad either with the leadquarters of the
Fluvial Forces (Comandamentul Fortzelor Fluviale) or with the
Na¥el Headquartere.in Bucharest. In case of emergency “he
Galati Nevul Office mignt werk directly with Constanta Head-
querters ror See Shors Defense and the seagoing warships, Also,
both seagoing and Danube bessels would have worlzad together
direcily in case of a wartime emorgency,

2. Haval radio persomnel were organized into a transmissions section
(Sectia Transmisiuni) and were part of the unit for which they
worked, As a r.le paraonnel In the transmissions eecticn
murered about 10 pecple. Thrée to four of these wezra radio
operators; the rast telephone operatcra,

3. Before 1944 radio equipment for the Rumanian Ravy vas imported,

probebly from Engiand and Germany. Before that time equipment
was also ma ed at the "Standaru® Factory in Buchurest,
this od tions after 1944. 25X1

be Transuitters and receivers used by the Rumanian Navy had a 25X1
frequency coverage of 3000-5000 kec. The Pover cutput of these
transuitters was 300-1500 watts. Orystal control sms generally F
used,
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The Rumanian Navy used antennas of the AR "Cmbreila”, and
tubular types. The lass kind was used in conjunction with shore
radio trucks, All radio equipment was designed by the Rumanian
Radio Information Section in the Nava) Headquarters in Bucharest
(details unknown). Aboard ship the "7" and "Ulbz'ellg,"

types of
antenna were used; at the shore stations the "po  npw 04 25%1
esser extent, the “Umbreila" types were utilized. I

Low frequency equi ment was employed only in emergenc cases, ig
S0S calils,
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Low frequenc transmitters were located only on zeagoing 25X1

warships, and at the Nava) Headquarters in Bucharest, | | L0481
Eone of these transmitters| | g¢ $he Coastal Radio (Radic

Coasta) station in Conssanta, The station was under the authority of
the Ports Comamnications Cffice {Porturi Comunicatiy Pe Apa) which was
in turn under the Communications Ninissry. This particular stasion
could operate only on 600 m., fThe transmitter (probably of Marconi
British menufacture) was an old 1% kw set. The mtation operated
continuously, except for 30-minuse breaks, when g 30-second .period of

8ilénce was observed in ordepr 40 hear any possible S80S messages. The
transmitter indicator was YQI.

The antenna of this low frequency station consisted of three metal

masts about 25 m 4n height, which formed & triangle connected high on
ths masts by one wire. ,

This station had three receivers; a Marconi, a Lorenzo, and the '
ian Navy's stanlard model. These sets Were made to receive
00-800 m; but in practice they operated only in the vicinity or

00 m. Two or these sets were in operation at all times; the third
was kept in Ieserve,
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